
MAXIMA 900: G9F2M - G9F4M - G9F6M - G9F4+FG1 - G9F4+FG - G9F4+FE1 - G9F4+FE - G9F6+FG1 - G9F6+FG - G9F6+FE1 - G9F6+FE - 
G9F6+T - G9F8+2FG1 - G9F8+2FG - G9F8+2FE1 - G9F8+2FE  G9F2BP - G9F4BP - G9F6BP - G9F2MP - G9F4MP - G9F6MP - G9F4P+FG1 - G9F4P+FG - 
G9F4P+FE1 - G9F4P+FE - G9F6P+FG1 - G9F6P+FG - G9F6P+FE1 - G9F6P+FE - G9F6P+T  - G9F8P+2FG1 - G9F8P+2FG - G9F8P+2FE1 - G9F8P+2FE
S900: SG9F2M - SG9F4M - SG9F6M - SG9F4+FG - SG9F4+FE - SG9F6+FG - SG9F6+FE - SG9F6+T - SG9F8+2FG - SG9F8+2FE 
SG9F2MP - SG9F4MP - SG9F6MP - SG9F4P+FG - SG9F6P+FG -SG9F6P+T - SG9F8P+2FG
LX900 TOP: LXG9F2M - LXG9F4M 

1935/2004
2009/142/CE
2006/95
2002/95
2002/96
2003/108
2004/108

EN203-1
EN203-2-1
EN203-2-2
PrEN203-3
EN55014-1
EN60335-1
EN60335-2-36
EN60335-2-42
EN60335-2-102
EN61000-3-2
EN61000-3-3
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